
Top 

Power cable will exit the top of the back spacer 
and needs to fastened appropriately. 

Hole centers for 
mounting screws 

(see instructions for 
sizing).

When predrilling mounting screw holes use an 
appropriately sized bit for the composition and 
thickness of the mounting surface. 
Most applications will require a drill bit sized 
larger than the minimum diameter of the 
screw, but smaller than the maximum thread 
diameter. 

0.190"0.140"

Mounting Screw Minimum Diameters

Size Drill Bit Appropriately 

(continued)

Corrosion of any metal will be especially 
aggressive if installation is improper, if 
bonding is improper or if stray currents are 
active in the vicinity of the boat.  Lumitec 
shall not be liable for defects related to 
such corrosion. Should your Lumitec 
product prove defective during the 
warranty period, promptly notify Lumitec, 
and return product, freight prepaid.  
Lumitec will, at its option, repair or replace 
the product or defective portion without 
charge for parts or labor, or, at Lumitec, 
Inc.'s option, refund purchase price.  
Products repaired or replaced under this 
warranty shall be warranted for the 
unexpired portion of the warranty 
applying to the original product(s).  No 
warranty or a�rmation of fact, express or 
implied, other than as set forth in the 
limited warranty statement above is made 
or authorized by Lumitec, Inc.  Any liability 
for consequential and incidental damages 
is expressly disclaimed.  Lumitec liability in 
all events is limited to, and shall not 
exceed, the purchase price paid.

Leveraging the SeaBlaze Quattro technology, the Zambezi 
Quattro is suitable for pontoon boats, aluminum skiffs and 
floating docks. The Zambezi Quattro is completely surface 
mountable and requires no wiring through-hull holes. The 
housing is constructed of carefully formulated bronze alloy 
with a designed underwater service life of more than 50 
years and the self-isolating back spacer separates the 
housing from metallic surfaces to prevent galvanic 
corrosion. The circuitry is completely self-contained and 
tested to rigorous military standards for EMI, transient 
voltages, temperature extremes, and mechanical shock and 
vibration. Exclusive thermal foldback technology ensures 
the light can operate above water indefinitely without 
damage. 

See packaging for speci�c light details 
Voltage: 10 - 30vDC
12vDC Amps: 2.1A
24vDC Amps: 1.1A
Correlated Color Temperature: 6500 (White)

Lumitec
1405 Poinsettia Drive, Suite 10
Delray Beach, FL 33444
www.lumiteclighting.com

Limited Warranty
The product is warranted to be free from 
defects in workmanship and materials for 
a period of three years from the date of 
original purchase. Lumitec is not 
responsible for product failure caused by 
abuse, neglect, improper installation, or 
failure in applications other than those for 
which it was designed, intended, and 
marketed. Note that some surface 
corrosion is expected when bare metals 
are used in a marine environment.  

600705


	600705-ART-A (front).pdf
	600705-ART-A (back).pdf



